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TITLE OF THE INVENTION 

IN- VEHICLE PROMOTIONS SYSTEM 

BACKGROUND OF THE INVENTION 

Field of the Invention : 

The present invention is related to an in-vehicle promotions system, and in particular 
to an in-vehicle promotions system for displaying advertising, including discount coupon 
information, and the optional printing of the displayed advertising or coupons. 

Discussion of the Background 

Many manufacturers and business establishments distribute discount coupons or 
advertisements offering discounted or sale prices on items through merchandising such as 
direct mailing of advertising brochures or catalogs, printing advertisements or coupons in 
newspapers and magazines or, recently, through the Internet. A customer will collect the 
coupon and present it at the time of purchase to receive a discount, or will bring the 
advertisement offering the discounted prices. The retail store will redeem the coupon, which 
is typically bar coded for reading by an optical scanner, or the computer system of the store 
will already be programmed with the discounted item price. 

These methods of marketing to the consumer have a disadvantage that the customer 
may not in fact know of the coupon or of the item being offered at a discounted price. Unless 
the customer is inclined to patronize a business establishment or had a reason to visit the 
business establishment, the marketing is ineffective. The marketing is ineffective from 
another standpoint, as a common goal in a marketing campaign is to increase the number of 
customers who buy a particular product or to add new customers. The people who are 
inclined to visit the business establishment are not new customers. Also, a customer who 
collects such coupons may belong to a narrow group and also may not be new customers. 



With the advent of electronic and digital communication, new ways are being 
explored to reach existing and potential customers. Such ways often try to employ intelligent 
systems which automatically perform such tasks as searching for information and then 
supplying it to a user or potential customer so that he or she can browse the information at his 
5 or her leisure. An example of such a system is the personalized Internet newspapers which 

automatically search for articles based upon a profile prepared by the subscriber. The Internet 
newspaper then at some interval, usually daily, prepares a personalized newspaper accessible 
at the subscriber's leisure. 

Another concern of a marketing campaign is to reach people at times when their work 
10 or personal obligations do not otherwise command their attention. Such approaches are 

exemplified by television monitors in airport waiting areas, monitors in commuter train cars, 
„ etc. What is needed is a system which can provide information in the way of advertising, 

;J3 coupons, etc. at a time which is convenient for a person in an intelligent manner. 

X SUMMARY OF THE INVENTION 

■ j 15 It is an object of the present invention to provide an in- vehicle promotions system 

^ where a person can receive promotions information, which is information concerning 

;Tt promotional benefits offered to the customer, such as notification of a business' services and 

H or products, sale, advertising discount or coupon information, in their vehicle automatically. 

~S It is another object of the invention to provide an in- vehicle promotions system where 

20 promotions information is distributed based upon the vehicle coming into proximity to a 

business establishment or other business location with which the promotions information is 

associated. 

It is a further object of the invention to provide an in-vehicle promotions systems 
adaptable to be used with existing navigation and display instruments. 
25 It is still another object of the invention to allow a person, while in their vehicle, to 

optionally print coupon information of a business establishment either in proximity to the 
vehicle or selected by the occupants of the vehicle. 
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It is another object of this invention to provide an in- vehicle promotion system which 
will automatically credit promotional benefits to persons passing a business establishment 
through the communication to the business establishment of personal identification 
information, that is stored in the in-vehicle system, which identifies the customer to the 
business establishment. 

It is a still further object of the invention to provide a method of displaying 
promotions information in the vehicle where the promotions information is displayed after the 
vehicle comes within a defined proximity to a business establishment with which the 
promotions information is associated. 

It is yet another object of the invention to allow retailers and manufacturers to reach 
customers when they might not otherwise be reached, at a time and place when the customer 
or potential customer is inclined to visit a business establishment or the retailer or 
manufacturer and make a purchase. 

These and other objects of the invention are achieved by an in-vehicle promotions 
system having a position receiver, and a controller, a wireless communications device, a 
display adapted to be installed in the vehicle, and an optional printer, each connected to the 
controller. The receiver may be a Loran or GPS -based receiver and the wireless 
communications system may be either a radio modem or a cellular modem, or a paging 
system. 

The controller may be connected to a memory storing a lookup table linking a position 
of the vehicle with a storage location of promotions information. The promotions 
information may be stored in the memory connected to the controller, or may be stored in a 
memory in a host system wirelessly linked to the in-vehicle system. The system may also 
include a means for storing information linking a zone proximate to the business 
establishment with the promotions information associated with the business establishment. 

The display may have touch command areas for controlling the display and optional 
printing of the displayed promotions information. The promotions information displayed 
may include coupon information, and such displays may have a means for activating printing 



of the coupon information. 

The receiver may output a position of the vehicle, and the controller may have a 
means for retrieving promotions information based upon the position of the vehicle. The 
controller may also retrieve the promotions information associated with a zone proximate to 
the business establishment with which the promotions information is associated, based upon 
the vehicle entering the zone. 

The system may also include a host system wirelessly linked to the in- vehicle system, 
preferably to the wireless communications device. The host system may include a second 
controller, and a second wireless communications device and promotions information storage 
device connected to the second controller. The receiver in the in-vehicle system may output a 
position of the vehicle to the controller of the in-vehicle system, and the controller may 
comprise means for retrieving promotions information from the host system based upon this 
position. A memory may be connected to the controller storing information linking a position 
of the vehicle and a storage location of corresponding promotions information, and the 
controller may comprise means for automatically retrieving from the host system updated 
information linking the position and location of corresponding promotions information. 

The in-vehicle promotion system may notify the business establishment or host 
system of the vehicle's proximity to a business establishment, thereby allowing the business 
establishment to automatically provide promotional benefits to the customer. The store may 
have an account for customers with in-vehicle systems, and the in-vehicle system will have 
identification data which identifies a person or persons associated with the vehicle to the 
business establishment. The notification provided to the business establishment will include 
this identification, allowing the business establishment to reflect the promotional benefits in 
the account corresponding to the person associated with the vehicle. 

In a second embodiment of the invention, the in-vehicle promotions system may 
include a RF receiver receiving transmitted promotions information, a controller connected to 
the receiver, and a display adapted to be installed in the vehicle and a printer, both connected 
to the controller. 



The second embodiment may also include a host system having a second controller 
and an RF transmitter for transmitting the promotions information to the RF receiver in the 
in- vehicle system. The host system may also include a promotions information storage 
device connected to the second controller. The RF transmitter may be located in the business 
establishment, and the RF transmitter has a transmitting range proximate to the business 
establishment. The RF receiver receives the promotion information when the vehicle is in the 
range of the RF transmitter. 

The second embodiment may also include an RF transmitter in the vehicle to notify 
business establishments when the vehicle is in the business establishment's proximity. This 
RF transmitter would transmit personal identification information to allow the business 
establishment to provide automatic promotional benefits to the person or persons identified as 
associated with the vehicle. 

These and other objects are also achieved by a method of displaying promotions 
information in the vehicle including the steps of storing data corresponding to the promotions 
information in the vehicle, and displaying the data after the vehicle becomes within a defined 
proximity to a business establishment with which the promotions information is associated. 
A method may also include the steps of storing data linking a position of the vehicle with 
promotions information, monitoring the position of the vehicle and displaying the data 
corresponding to the promotions information using the data linking the position and the 
promotions information after the position of the vehicle is within the defined proximity to the 
business establishment. A method may also include printing the data in the vehicle, and 
printing coupon information when the data includes coupon information. 

The promotions data may also be transmitted from the business establishment and 
received in the vehicle. The promotions information may be stored in the vehicle for a 
predetermined period of time and the data may be updated with data transmitted from a host 
system. The updating may be performed automatically. 

The objects of the invention may also be achieved with a method of distributing 
promotions information including the steps of forming a database of promotions information 



of at least one business establishment, wirelessly distributing data corresponding to the 
promotions information to a vehicle, and displaying the data when the vehicle is within a 
defined area of the business establishment. The data may be displayed only after the vehicle 
comes within the defined range. The method may also include printing data corresponding to 
the promotions information, printing coupons when the data is coupon data and notifying the 
business establishment of the identity or persons associated with the vehicle when the vehicle 
is in the proximity of the business establishment. 

BRIEF DESCRIPTION OF THE DRAWINGS 
A more complete appreciation of the invention and many of the attendant advantages 
thereof will be readily obtained as the same becomes better understood by reference to the 
following detailed description when considered in connection with the accompanying 
drawings, wherein: 

FIG. 1 is an overall view of the system and method according to the invention; 

FIG. 2A is a block diagram of a store system according to the invention; 

FIG. 2B is a simplified block diagram of the processor shown in the system of FIG. 1; 

FIG. 3 is a simplified block diagram showing a first embodiment of an in- vehicle 
promotions device according to the invention; 

FIG. 4 is a simplified block diagram of a host system according to a first embodiment 
of the invention; 

FIG. 5 A is a block diagram of a GPS-based in- vehicle system; 

FIG. 5B is a block diagram of a Loran-based in-vehicle system; 

FIGS. 6A-6D are diagrams of data formats used in the invention; 

FIG. 7 is a diagram of a display according to the invention; 

FIG. 8 is a block diagram of a second embodiment of the method and system 
according to the invention; 

FIG. 9 is a block diagram of a the host system in the second embodiment of the 
system according to the invention; and 



FIG. 10 is a block diagram of a second embodiment of the in- vehicle system 
according to the invention. 

DESCRIPTION OF THE PREFERRED EMBODIMENTS 
Referring now to the drawings, and in particular to FIG. 1 illustrating an overall 
operation of the system and method according to the invention. An in-vehicle display system 
10 is installed in a vehicle 1 . The vehicle travels in the proximity of a retail store 2. Retail 
store 2 could be a stand-alone store or be a shopping center containing a number of 
merchants, such as a mall or shopping strip, other retail outlet, or business establishment. 
The description below will use the term "store" to refer to any or all of such businesses. 
Shown in dashed lines around store 2 is a proximity zone 3 defining an area assigned to the 
store (or a group of stores in the case of a shopping center). When vehicle 1 enters zone 3, 
system 10 displays sale, advertising, discount or coupon information ("promotions 
information") of the stores or stores corresponding with zone 3. Proximity zone 3 may be 
defined by a radial range centered on store 2, such as 100 m, or could be a defined area such 
as a parking lot or area bounded by nearby streets. Thus, when the vehicle enters the parking 
lot of a retail store, any available information relating to that store would be available for 
display and/or printing by the occupant or occupants of the vehicle. The proximity of other 
stores could also be factored into the size and shape of zone 3. 

Store 2 may have a store system 4 performing various operations in connection with 
sales and promotions of products. Store system 4 is shown in block form in FIG. 2A. The 
system 4 has a controller 6, a communications port 5 and a database 7. Communications port 
5 may include a wireless communication device, such as a cellular or radio modem or paging 
transceiver. Database 7 may contain a frequent shopper database allowing promotions to be 
targeted to frequent customers, as described in more detail below, and/or a database of 
promotional information to be disseminated to customers. System 4 may be part of a point- 
of-sale system used for the sale of products. 

FIG. 3 shows a first embodiment of the information display system 10 according to 



the invention. Such a system is designed to be installed in an automotive vehicle and 
preferably cooperate with existing electronics. The system of FIG. 3 includes a controller 1 1 
that may include a processor for carrying out data processing, memory accessing and 
retrieval, and memory management. Connected to controller 1 1 is a wireless remote 
communication device 12. Device 12 allows wireless communication between the system 
and a remote host system, which will be described in more detail below. 

The wireless remote communication device 12 may be a wireless modem such as a 
cellular modem or a radio modem. Such modems are manufactured by companies such as 
Motorola. Systems exist now, such as the ARDIS (semiconductor) wireless network capable 
of functioning with the Motorola radio modems discussed above, which charges based on 
usage. Alternatively, a cellular modem could dial a toll free number connecting to host 
system 20. The wireless communication system may also be a paging system. In this case 
the in- vehicle system can page host 20 to send and receive information. 

In the preferred embodiment, a printer 1 3 is also connected to controller 1 1 . The 
invention may also be practiced in embodiments without a printer, but only a display. Printer 

13 could be a small thermal printer for printing out coupons or other promotions information. 
The coupons and other promotions information may also be displayed on display 14. Display 

14 could be a touch screen having touch command areas which allow printing of the coupon 
or advertising information using printer 13. Display 14 may be of the kind currently installed 
in vehicles and used to display vehicle operation information, driving maps, etc. System 10 
may also include an indicator 1 5 to alert a driver or passenger of the vehicle of the receipt of 
promotions information, more promotions information is waiting for display, the system is 
activated or remote communication is taking place. Some of the functions of indicator 15 
may be performed on display 14 in the form of the touch command areas. 

An example of promotions information is shown in FIG. 7. Screen 70 contains 
promotions display area 71 where the advertising, sale, discount or coupon information is 
displayed. Area 71 displays the details of the promotion, the effective dates of the promotion, 
etc. At the bottom of screen 70 are touch command areas 72-75 to execute functions on the 



promotions information. An area such as 72 both indicating additional information is to be 
displayed and allowing access to the next screen of information may be included. A previous 
screen command 73, print command 74 and exit 75 (or return to vehicle operation or driving 
directions display) may also be included. The areas may be different for different screens. 
For example, the display may include an area indicating that system 10 is communicating 
with host system 20, or memory updating (described below) is taking place. 

In the case of closely positioned retail stores, overlapping ranges 3 could occur. In 
this case multiple information could be displayed for different stores, preferably in the 
different screens where the user could scroll through the screens using the command areas on 
the touch display 14. 

Indicator 15 may be a light on the instrument panel near the display used in a similar 
fashion alerting the occupants of the vehicle to operations such as those described above for 
display 14. 

The system also includes a receiver 16 for producing vehicle location information 
used by the processor to determine the information to be displayed and a data port 17. The 
system may also receive information identifying, or which can be used to identify, store 2 via 
device 12. The processor 1 1 then links the identifying information with the promotions 
information, displaying it on display 14. The processor could also alert the occupant(s) of the 
vehicle using indicator 15 or on display 14 to the presence of the promotions information, 
allowing the occupant(s) to display or print the information as desired, and to switch between 
the promotions display and, for example, the vehicle operation display. Port 17 allows access 
to system 10 to store or modify system parameters, and for diagnosis and any needed 
maintenance. Port 17 may also include an optical or magnetic disk drive to allow information 
to be input to or output from system 10 using optical or magnetic disks. 

As shown in FIG. 2B, controller 1 1 may be configured as a CPU 3 1 connected to 
memory 30 and I/O circuitry 32. Memory 30 represents both internal memory and external 
(to the CPU) memory, with the internal memory containing the code being executed by CPU 
and possibly other frequently used information while the external memory is typically of 



higher capacity and stores other information such as additional code executed by the CPU and 
a determined amount of promotions information. The external memory may be implemented 
as one or more of a semiconductor memory, a magnetic or an optical memory. 

In a first example of the system according to the invention shown in FIG. 5 A, receiver 
16 is a GPS-based receiver 50 receiving signals 53 from GPS satellites 51 and outputting an 
approximate position 52 of the vehicle. The position information is utilized by controller 1 1 
to determine whether information is to be displayed. For example, the position information 
from GPS-receiver 16 is used by controller 1 1 to display information based upon proximity of 
the vehicle to store 2, i.e., when vehicle 1 enters zone 3. 

Alternatively, as shown in FIG. 5B, receiver 16 may be a Loran-based receiver 55 
producing location information 56, produced by, for example, Megapulse, Inc. Receiver 55 
receives signals 57 from antenna(s) 58 to produce location information. 

Information relating the vehicle position and store 2 may be stored in memory 30, 
such as in a lookup table. Controller 1 1 receiving the position information produced from 
receiver 16 can compare the position information with data stored in the lookup table. The 
lookup table may be prepared by the manufacturer of the system and loaded into the system 
before installation into vehicle 2. The lookup table may also be updated with data received 
over the wireless communications device 12, or periodically through port 17 from an external 
device, or through a disk drive if included in port 1 7. Periodic updates through devices 
connected to port 17 or through port 17 may be accomplished through shipment of a CD 
ROM or other bulk data carrying devices. 

The data may have the form shown in FIG. 6A where memory locations contain a 
position value or a position range value 60 and store address information 61 indicating a 
memory address of the promotions information corresponding with that store (or stores). If 
any matches are found, i.e., the position matches or the received position is in one of the 
stored position ranges, the processor uses the store address 61 to link with and retrieve 
display information 62 (FIG. 6B) stored in memory 31, or uses the wireless remote 
communication device 12 to connect with the host system 20 to retrieve any promotions 
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information stored in host system 20 for the particular store which is to be displayed by the 
system. In other words, as one is driving his or her vehicle and the vehicle comes into a 
certain proximity to a store, for example, the 100 m range, the system would display the 
current promotions information. This would present the promotions information to someone 
actually going to that particular store concerning the current sale items, discounts or coupons 
or may alert someone not intending to go to the particular store of promotions that may be 
attractive or interesting, causing the person to enter the store. If the information consists of 
coupons, the person may instruct the system through display 14 to print the coupons using 
printer 13, or the system could be configured to automatically print coupons. 

As apparent from the above discussion of the first example, the stores 2 do not need to 
have any equipment to take advantage of the system according to the invention. However, as 
shown in FIGS. 1 and 2A, a store 2 having store system 4 will provide additional features and 
functionality compared to that available from the first example. Store system 4 may include a 
receiver, transmitter or transceiver to receive and transmit information, such as the 
promotional information or customer identification information. Information may be sent to 
or received from the vehicle 1 or to host system 20. 

An alternative to printing coupons would be to provide automatic promotional 
benefits, such as discounts, to persons identified as passengers in vehicle 1 . This alternative 
would communicate the identification of persons who are passengers in or associated with 
vehicle 1 to the stores and the promotional benefit would be available to the person upon 
showing their identity to the store. Such identification could be based on a store's frequent 
shopper program, or other accounts provided to the customer. The invention could also use 
home telephone number, identification information returned from radio frequency 
interrogation of a cellular phone, social security number or equivalent indicia to identify 
passengers in vehicle 1 . 

The preferred embodiment of the invention allows the person in vehicle 1 to enter 
their personal identification information through a touch screen display 14. Alternative 
embodiments could pre-program controller 1 1 with identification information or allow 



programming through port 17. 

As vehicle 1 is driven, controller 1 1 would notify host system 20, through wireless 
communications device 12, when vehicle 1, and/or it's associated passenger, enters a zone 3 
in proximity to a particular store 2. The notification may be automatic using the stored 
identification information, or may be in response to an action of the user. The notification 
may be sent to host 20 which is programmed to receive and process the identification 
information and output the appropriate response to the vehicle. This notification may also 
identify the promotion 70 displayed on display 14 in order to provide the correct promotional 
benefit. The promotion 70 displayed will not have to be identified if the particular store is 
only using one promotion. Host system 20 may notify the vehicle of the frequent shopper 
promotion to alert the passenger(s) of the need to provide their frequent shopper identification 
at the associated store. There would be no need to print a coupon in this instance. 

In a modification of the system just described, when a store has a store system 4, host 
system 20 may relay the passenger identification information and displayed promotion 
information to the store system 4 associated with store 2 via port 5 to allow store system 4 to 
automatically provide the displayed promotional benefit to the person(s) identified to be in 
vehicle 1 . Store system 4 may even be programmed to notify the vehicle of the waiting 
promotional benefit through the wireless communication systems 12. The person(s) 
identified as being in vehicle 1 would then simply show identification to the store in order to 
receive the displayed promotion 70, again obviating the need for a printed coupon. 
Controller 1 1 may also create a log field to keep track of how often promotions information 
for a particular location is accessed, if the corresponding promotions information is displayed 
and for what store, if the corresponding promotions information is printed, etc. The log file 
may be stored in an allocated area of memory 3 1 , or may be sent to the host system 20. 
Processor 1 1 may be programmed to periodically, for example weekly, send stored log file 
information to host system 20 to allow data analysis, coupon tracking, etc. In the case where 
the promotions information is stored at and retrieved from host system 20, the logging 
activities could also be performed by host system 20, exclusive of coupon printing. 



-12- 



The amount of promotions information which may be available to processor 10 will 
be determined by the memory allocated to the system. In one version of the first 
embodiment, processor 10 could contain minimal memory allocated to the promotions 
information. Memory 30 contains the lookup table having position information 60 and 
5 address information 6 1 , and a certain amount of buffer memory allocated to hold promotions 
information. In this version memory 30 would be preferably a semiconductor memory. If a 
match is made, processor 1 1 would then access a remote host (system 20) using wireless 
communication device 12 and download any appropriate information. Virtually each time 
promotions information is to be displayed, it is retrieved via the wireless communication 
10 device 1 1 from host system 20 and stored in the buffer memory. The information would then 
be displayed on display 14 and could be printed through user interaction. It may also be 
^ possible to directly instruct the processor to print an appropriate coupon. 

'■0 In a second version, the processor could contain a larger amount of memory and store 

: y both the lookup table and the corresponding promotions information. Memory 30 could be a 

;JJ 15 magnetic or optical disk. When a match between the GPS position and a store is determined 
P rocessor 1 1, the corresponding promotions information is retrieved from memory 30 and 
;= displayed. In the event all of the promotions information cannot be stored in memory 30, the 

J J second version of system 10 would contact host system 20, as described above, to retrieve the 

r! promotions information. The second version reduces the amount of remote communication 

! B 20 and associated costs of using the wireless communication systems. 

Retail stores typically now advertise on a weekly basis in magazines and newspapers. 
The processor 1 1, in the first and second versions, at a given interval such as weekly, may be 
programmed to automatically use wireless remote communication device 12 to access host 
system 20 and update the lookup table (first version) and both the lookup table and the 
25 promotions data (in the second version), by downloading the (weekly) information. The 
wireless remote communication device 12 could also be used to update the lookup table 
and/or promotions data at any time desired by the advertisers. The look up table, and 
promotions data (in the second version), could also be updated though the use of a mass 
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storage device connected to port 17. 

The cost of such systems could be born by the advertisers. The system could then 
possibly be offered as a free option in the vehicle either as a stand-alone system or a system 
which accesses a touch screen display already installed in the vehicle. GPS position systems 
providing driving information are also currently available in automobiles. The system 
according to the invention could be easily adapted to work with the existing GPS navigation 
systems and displays. 

FIG. 4 is a simplified block diagram of the host system 20. System 20 includes a 
receiver 21 for connecting with and receiving information from the in- vehicle system 10 
installed in the vehicle. Receiver 21 is connected to and send the information to controller 
23. As discussed above, the information could be store address information 61 , which was 
compared in a lookup table in system 10 to determine whether a match exists between the 
position information 60 and a store desiring to have promotions information displayed. Host 
system 20 compares the store address 61 to determine whether a match exists with 
promotions information 62. Under the control of controller 23 promotions information can be 
retrieved from a coupon file 24 or a promotions file 25 where data corresponding to the 
coupon or advertising information, such as image data, are stored. Coupon file 24 and 
promotions file 25 could be different memory locations in a single memory. The coupon 
data in file 24 and promotions data in file 25 may be mixed together and stored by store name 
or position. 

Controller 23 then transmits the information back to the in- vehicle system 10 using 
transmitter 22. Transmitter 22 may be a modem connected to a cellular system or to a radio 
system, or could be a cellular modem or a radio modem similar to that and compatible with 
the modem used by system 10. Transmitter 22 and receiver 21 could also be implemented as 
a single transceiver device. 

Host system 20 could also receive from vehicle system 10 through receiver 21 
identification information associated with the person in vehicle 1, identification of which 
promotion is or has been displayed on display 14 and notification that vehicle 1 has entered 
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zone 3 associated with a particular store 2, as discussed above. The entrance of vehicle 1 into 
a zone 3 associated with a store 2 can be used to provide automatically provide promotional 
benefits to the person identified in vehicle 1 . Automatic promotional benefits can include the 
discounts advertised on the in- vehicle display 14. Controller 23 will communicate the 
personal identification and identify promotions displayed on the in-vehicle display to a store 
system 4, which will then automatically provide the promotional benefit to the identified 
person, as described above. The store 2 will provide the promotional benefit to the person 
identified in vehicle 1 for a limited time after the vehicle 1 has entered zone 3 associated with 
the particular store 2. The person identified as in vehicle 1 will identify himself or herself to 
the store to receive the promotional benefit displayed. Methods and designs of systems to 
automatically provide promotions to persons based upon their identity is known to 
practitioners in the relevant arts. 

Host system 20 stores the promotions information from the retail stores. In the first 
version of the embodiment where the in-vehicle system 10 contains minimal information, 
host system 20 frequently communicates and transfers promotions information 62 residing in 
file 24 or file 25 to system 10. Controller 23 would then send to in-vehicle system 10 an 
appropriate amount of promotions information in accordance with the memory capacity of in- 
vehicle system 10. During such communication, the lookup table in system 10 may be 
updated. In the second version where the in-vehicle system 10 contains a larger amount of 
memory, host system 20 communicates less frequently with system 10. 

In the first embodiment, in-vehicle system 10 displays the information when the 
vehicle enters the proximity of a particular store 2. When the vehicle enters another range of 
a second store, or when there is additional information to be displayed, the display 14 or 
indicator light 15 could be used to signal the occupants of the vehicle that additional 
information is waiting and the current display can be cleared or printed, then allowing the 
additional or new information to be displayed and/or printed as desired. 

A second embodiment of the in-vehicle system uses an RF receiver, and is shown in 
FIGS. 8-10. In this embodiment host system 80 is installed in the store 2 and includes an RF 
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transmitter. Host system 80 transmits a signal having a limited range 81 (shown with dashed 
lines), i.e., proximate to store 2. Such a range could be the same range used in the above- 
described GPS or Loran system. Host system 80 includes a controller 83 connected to 
coupon file 24 and ad file 25, which contain promotions information unique to a store 2 or a 
group of stores. Controller 83 controls the transfer and formatting of the promotions 
information to RF transmitter 82 which transmits a signal containing the promotions 
information. Different screens of promotions information may be transmitted together, or 
separately. 

The RF transmission from the host 80 is received by RF receiver 91. The received 
signal is received by processor 92 and processed for format recognition, display and/or 
printing. System 90 also includes a printer 93 and display 94, and may also include an 
indicator 95, each functioning in the manner described above for elements 13-15, 
respectively. In this embodiment, since a RF system 80 transmits the promotions 
information, the in-vehicle system 10 requires a smaller amount of memory since only data 
relating to the particular store (or stores) need be received and processed. 

System 90 could include an identification transmitter 96 to notify host system 80 of 
the entrance of vehicle 1 into the vicinity of the store 81. The identification would identify to 
the store the identity of the person associated with vehicle 1 and allow the store to 
automatically provide promotional benefits to the person associated vehicle 1, for example, in 
the form of a frequent shopper discount as discussed above. 

The sale or advertising information from host 80 would reach customers who are both 
inclined to come to the store, and those proximate to the store. A person would then be able 
to learn of the promotions information each time he or she brings his or her vehicle into the 
range of the store. The customer would then not have to spend time searching for, retrieving 
and sifting through information to determine whether there are any specials of interest at a 
store where the customer inclined to go and a store in proximity to the customer. 

The second embodiment could also include an RF receiver 84 in host system 80 to 
receive identification information or other information from vehicles 1 entering the zone. 



-16- 



Controller 83 is connected to a store system 85 and provides the identification information to 
store system 85. 

In an third embodiment of the system according to the invention, the in- vehicle 
system of the first embodiment contains customizable features. System 10 contains a lookup 
table in memory 30 containing store location information. This information could be 
expanded to include store names field 64 shown in FIG. 6D. Processor 1 1 may search the 
information in the lookup table by both position and store name. 

Display 14 is also modified to contain command areas allowing the user to access 
promotions information by location (such as ZIP code, or street address) or by store name. 
Processor 1 1 receives the information request from the display and searches the lookup table 
for a match. In the case of the GPS-based and Loran-based systems in the first embodiment, 
the ZIP code or street address can be converted by processor 1 1 to a range of GPS values of 
Loran values. The store or stores meeting the input parameters are displayed on display 14. 
The customer selects the particular stores of interest and the in- vehicle system 10 displays the 
corresponding promotions information retrieved via the wireless remote communication 
device 12 from host 20 (first version) or retrieved from memory 30 (second version). In this 
embodiment a customer would not only be able to receive information due to the proximity of 
the vehicle to the various stores subscribing to the system, but could also display those which 
are of interest in the area or also display the information from stores in a larger area 
subscribing to the system. 

Obviously, numerous modifications and variations of the present invention are 
possible in light of the above teachings. For example, while the embodiments above show 
both a receiver and a transmitter for receiving and transmitting information, a transceiver may 
be used instead. While the invention has been described as having one of a GPS , Loran or 
local receivers, the system according to the invention may include two or all three of the 
receivers. Also, various data formats conforming to the needs of the store subscribers or to 
system constraints may be used. The store system may also contain various storage devices 
and I/O devices to store and process the various information desired by the subscribers, or 
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needed by system requirements. Also any needed information may be remotely supplied to 
the store systems. It is therefore to be understood that within the scope of the appended 
claims, the invention may be practiced otherwise than as specifically described herein. 



WHAT IS CLAIMED AS NEW AND DESIRED TO BE PROTECTED BY LETTERS 



PATENT IS : 

1. An in- vehicle promotions system installed in a vehicle, comprising: 
a position receiver; 

a controller connected to said receiver; 

a wireless communications device connected to said controller; and 

a display adapted to be installed in said vehicle and connected to said controller. 

2. A system as recited in claim 1 , comprising a printer connected to said controller. 

3. A system as recited in claim 1, wherein said receiver comprises one of a GPS 
receiver and a Loran receiver. 

4. A system as recited in claim 1, wherein said wireless communications system 
comprises one of a radio modem, a cellular modem and paging transceiver. 

5. A system as recited in claim 1, comprising: 

a memory connected to said controller having a lookup table linking a position of said 
vehicle with a storage location of promotions information. 

6. A system as recited in claim 5, comprising: 
means for updating said memory. 

7. A system as recited in claim 5, wherein: 

said memory comprises a promotions information storage area. 

8. A system as recited in claim 2, wherein: 

said display comprises touch command areas for controlling display and printing of 
promotions information displayed on said display. 

9. A system as recited in claim 1, wherein: 

said receiver outputs a position of said vehicle; and 

said controller comprises means for retrieving promotions information based upon 
said position of said vehicle. 

10. A system as recited in claim 1, comprising: 

means for storing information linking a zone with promotions information; and 
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said controller retrieving said promotions information associated with said zone based 
upon said vehicle entering said zone. 

1 1 . A system as recited in claim 10, comprising: 

means for storing information linking a zone proximate to a store with promotions 
information associated with said store. 

12. A system as recited in claim 10, comprising: 

said controller displaying said promotions information associated with said zone only 
after said vehicle enters said zone. 

13. A system as recited in claim 1, comprising: 

means for storing information linking promotions information with a business entity; 

and 

said controller retrieving said promotions information associated with said business 
entity based upon a user request for information related to said business entity. 

14. A system as recited in claim 1, comprising: 

means for storing information linking a zone with promotions information; and 
said controller retrieving said promotions information associated with said zone based 
upon a user request for information related to said business entity. 

15. A system as recited in claim 1, wherein said display displays promotions 
information including coupon information. 

16. A system as recited in claim 15, wherein said display includes means for 
activating printing of said coupon information using said printer. 

17. A system as recited in claim 1, wherein said controller comprises means for 
logging activity related to display of said promotions information. 

18. A system as recited in claim 1, further comprising a store system wirelessly 
linked with said wireless communications device, said store system comprising: 

a second wireless communications device; 

a store controller connected to said second wireless communications device; and 
said store controller providing automatic promotional benefits to identified persons. 
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19. A system as recited in claim 18, wherein: 

said controller contains personal identification information identifying one or more 
persons associated with said vehicle; 

said controller is adapted to communicate said personal identification information to 
said store controller; and 

said store controller is adapted to provide automatic promotional benefits to said one 
or more persons. 

20. A system as recited in claim 19, wherein said controller is further adapted to 
communicate to said store controller an indication of promotion displayed on said display. 

21. A system as recited in claim 1 , further comprising a host system wirelessly linked 
with said wireless communications device, said host system comprising: 

a second controller; 

a second wireless communications device connected to said second controller; and 
a promotions information storage device connected to said second controller. 

22. A system as recited in claim 21, wherein: 

said receiver is adapted to output a position of said vehicle to said controller; 
said controller comprises means for retrieving promotions information from said host 
system based upon said position. 

23. A system as recited in claim 21, comprising: 

a memory connected to said controller storing information linking position and a 
storage location of corresponding promotions information; 

said controller comprises means for automatically retrieving from said host system 
updated information linking said position and said location of corresponding promotions 
information. 

24. A system as recited in claim 21, further comprising a store controller in 
communication with said second controller and wherein said store controller provides 
automatic promotional benefits to identified persons. 

25. A system as recited in claim 24, wherein: 
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said controller contains personal identification information identifying one or more 
persons associated with said vehicle; 

said controller communicates said passenger identification information to said store 
controller; and 

said store controller provides automatic promotional benefits to said one or more 
persons . 

26. A system as recited in claim 24, wherein said controller further communicates to 
said store controller an indication of promotion displayed on said display. 

27. A system as recited in claim 1, comprising: 

means for storing at least one of position data corresponding to a position of a store 
with which promotions data is associated and identification data identifying said store; 

said display including means for displaying said data based upon at least one said 
position data and said identification data. 

28. A system as recited in claim 27, comprising: 

means for retrieving said promotions data based upon at least one of said position data 
and said identification data. 

29. An in-vehicle promotions system installed in a vehicle, comprising: 
an RF receiver receiving transmitted promotions information; 

a controller connected to said receiver 

a display adapted to be installed in said vehicle and connected to said controller for 
displaying said promotions information. 

30. A system as recited in claim 29, comprising a printer connected to said controller. 

31. A system as recited in claim 29, wherein: 

said display comprises touch command areas for controlling display and printing of 
said promotions information displayed on said display. 

32. A system as recited in claim 29, wherein said display displays said promotions 
information including coupon information. 

33. A system as recited in claim 32, wherein said display includes means for 
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activating printing of said coupon information using said printer. 

34. A system as recited in claim 29, further comprising a host system which 
comprises: 

a second controller; 

an RF transmitter for transmitting said promotions information to said RF receiver; 

and 

a promotions information storage device connected to said second controller. 

35. A system as recited in claim 34, comprising: 
means for updating said storage device. 

36. A system as recited in claim 29, wherein: 
said RF transmitter is located in a store; 

said RF transmitter has a transmitting range proximate to said store. 

37. A system as recited in claim 29, comprising: 

said RF receiver receiving said promotions information upon said vehicle entering 
said range. 

38. A system as recited in claim 29, wherein: 

said promotions information is displayed in response to information provided by a 
user request. 

39. A system as recited in claim 29, further comprising; 

a wireless communications device installed in said vehicle and connected to said 
controller; 

a store system wirelessly linked with said wireless communications device. 

40. A system as recited in claim 39, wherein said store system comprises: 
a second wireless controller; and 

a store controller which provides automatic promotional benefits to identified persons. 

41. A system as recited in claim 40, wherein: 

said controller contains personal identification information identifying one or more 
persons associated with said vehicle; 
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said controller communicates said personal identification information to said store 
controller; and 

said store controller is adapted to provide automatic promotional benefits to said one 
or more persons . 

42. A system as recited in claim 41 , wherein said controller further communicates to 
said store controller an indication of promotion displayed on said display. 

43. A method of displaying promotions information in a vehicle, comprising: 
storing data corresponding to said promotions information in said vehicle; and 
displaying said data after said vehicle comes within a defined proximity to a store 

with which said promotions information is associated. 

44. A method as recited in claim 43, comprising: 
updating said data. 

45. A method as recited in claim 43, comprising: 

storing data linking a position of said vehicle with said promotions information; 
monitoring said position of said vehicle; and 

displaying said data corresponding to said promotions information using said data 
linking said position and said promotions information after said position of said vehicle is 
within said defined proximity to said store. 

46. A method as recited in claim 43, comprising: 
printing said data in said vehicle. 

47. A method as recited in claim 43, comprising: 
said data including coupon information. 

48. A method as recited in claim 43, further comprising printing said coupon 
information in said vehicle. 

49. A method as recited in claim 43, comprising: 
defining a zone proximate to said store; 
determining a position of said vehicle; 
comparing said position with said zone; and 
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determining whether to display said data based upon said comparison. 

50. A method as recited in claim 43, comprising: 

monitoring a position of said vehicle using one of a GPS system and a Loran system. 

51. A method as recited in claim 43, comprising: 
transmitting said data from store, and 
receiving said data in said vehicle. 

52. A method as recited in claim 43, comprising: 

storing personal identification information of one or more persons associated with 
said vehicle; 

communicating to said store said personal identification information and identification 
of said data after said data is displayed; and 

providing to said one or more persons an automatic promotional benefit 
corresponding to said data. 

53. A method as recited in claim 43, comprising: 
transmitting said data from a host system; and 
receiving said data in said vehicle. 

54. A method as recited in claim 53, comprising: 

using said data stored in said vehicle for a predetermined period of time; and 
updating said data with updated data transmitted from said host. 

55. A method as recited in claim 54, comprising: 
automatically updating said data with said updated data. 

56. A method as recited in claim 43, comprising: 

storing at least one of position data relating to a position of said store and 
identification data identifying said store; 

displaying said data corresponding to said promotions information based upon at least 
one of said position data and said identification data. 

57. A method as recited in claim 56, comprising: 

retrieving said data corresponding to said promotions information based upon at least 
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one of said position data and said identification data. 

58. A method of displaying promotions information in a vehicle, comprising: 
storing data corresponding to said promotions information in said vehicle; 
associating said promotions information with a store and the location of said store; 
accepting a user request for a geographical range of interest; and 

displaying said data based upon location of said store falling within said geographical 
range of interest. 

59. A method of displaying promotions information in a vehicle, comprising: 
storing data corresponding to said promotions information in said vehicle; 
associating said promotions information with a store; and 

displaying said data based upon user request for information concerning said store. 

60. A method of distributing promotions information, comprising: 
forming a database of promotions information of at least one store; 

wirelessly distributing data corresponding to said promotions information to a vehicle; 

and 

displaying said data after said vehicle comes within a defined range of said store. 

61. A method as recited in claim 60, comprising: 

displaying said data only after said vehicle comes within a defined range of said store. 

62. A method as recited in claim 60, comprising: 

printing said data corresponding to said promotions information. 

63. A method as recited in claim 62, wherein said data comprises coupon data. 

64. A method as recited in claim 60, comprising: 

storing personal identification information of one or more persons associated with 
said vehicle; 

communicating to said store said personal identification information and identification 
of said data after said data is displayed; and 

providing to said one or more persons an automatic promotional benefit 
corresponding to said data. 
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ABSTRACT OF THE DISCLOSURE 
An in- vehicle promotions system and a method for distributing promotions 
information. A system is installed in a vehicle able to display promotions information from 
stores or other businesses subscribing to the system. When the vehicle is driven within a 
5 certain proximity of the store, the promotions information, which may include coupons, is 
automatically displayed. The system may also include a printer for printing the promotions 
or other information either on demand or automatically. The position of the vehicle may be 
monitored with a GPS or Loran receiver and the promotions information displayed when the 
system finds the position of the vehicle to be within a defined range of a store with which the 
10 promotions information is associated. The store may also transmit the coupon information 
which is received by the in-vehicle system when the vehicle comes within a defined 
transmitting range of the store. 
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WE (f) the undersigned inventor(s), hereby declare(s) that: 

My residence, post office address and citizenship are as stated below next to my name, 

We (T) believe that we are (I am) the original, first, and joint (sole) inventor(s) of the subject matter which is 
claimed and for which a patent is sought on the invention entitled 

"IN- VEHICLE PROMOTIONS SYSTEM" 



the specification of which 

^QXi s attached hereto. 

□ was filed on as 

Application Serial No. 

and amended on . 

□ was filed as PCT international application 

Number 

on , 

and was amended under PCT Article 19 

on (if applicable). 

We (1) hereby state that we (I) have reviewed and understand the contents of the above-identified 
specification, including the claims, as amended by any amendment referred to above. 

We (1) acknowledge the duty to disclose information known to be material to the patentability of this 
application as defined in Section 1.56 of Title 37 Code of Federal Regulations. 

We (I) hereby claim foreign priority benefits under 35 U.S.C. § 119(a)-(d) or § 365(b) of any foreign 
application^) for patent or inventor's certificate, or § 365(a) of any PCT International application which 
designated at least one country other than the United States, listed below and have also identified below, by 
checking the box, any foreign application for patent or inventor's certificate, or PCT International application 
having a filing date before that of the application on which priority is claimed. Prior Foreign Application^) 

Priority 

Application No. Country Day/Month/Year Claimed 
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We (I) hereby claim the benefit under Title 35, United States Code, § 119(e) of any United States provisional 
application^) listed below. 
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We (T) hereby claim the benefit under 35 U.S.C. § 120 of any United States application^), or § 365(c) of any 
PCT International application designating the United States, listed below and, insofar as the subject matter of 
each of the claims of this application is not disclosed in the prior United States or PCT International application 
in the manner provided by the first paragraph of 35 U.S.C. § 112, I acknowledge the duty to disclose 
information which is material to patentability as defined in 37 CFR § 1.56 which became available between the 
filing date of the prior application and the national or PCT International filing date of this application. 

Status (pending, patented, 
Application Serial No. Filing Date abandoned) 
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D. Kelly, Reg. No. 27,757; James D. Hamilton, Reg. No. 28,421; EckhardH. Kuesters, Reg. No. 28,870; Robert 
T. Pous, Reg. No. 29,099; Charles L. Gholz, Reg. No. 26,395; Vincent J. Sunderdick, Reg. No. 29,004; William 

E. Beaumont, Reg. No. 30,996; Robert F. Gnuse, Reg. No. 27,295; Jean-Paul Lavalleye, Reg. No. 31,451; Stephen 
G. Baxter, Reg. No. 32,884; Martin M. Zoltick, Reg. No. 35,745; Robert W. Hahl, Reg. No. 33,893; Richard L. 
Treanor, Reg. No. 36,379; Steven P. Weihrouch, Reg. No. 32,829; John T. Goolkasian, Reg. No. 26,142; Richard 
L. Chinn, Reg. No. 34,305; Steven E. Lipman, Reg. No. 30,011; Carl E. Schlier, Reg. No. 34,426; James J. 
Kulbaski, Reg. No. 34,648; Richard A. Neifeld, Reg. No. 35,299; J. Derek Mason, Reg. No. 35,270; Surinder 
Sachar, Reg. No. 34,423; Christina M. Gadiano, Reg. No. 37,628; Jeffrey B. Mclntyre, Reg. No. 36,867; andPaul 
E. Rauch, Reg. No. 38,591; our (my) attorneys, with full powers of substitution and revocation, to prosecute 
this application and to transact all business in the Patent Office connected therewith; and we (I) hereby request 
that all correspondence regarding this application be sent to the firm of OBLON, SPIVAK, McCLELLAND, 
MAIER & NEUSTADT, P.C., whose Post Office Address is: Fourth Floor, 1755 Jefferson Davis Highway, 
Arlington, Virginia 22202. 

We (T) declare that all statements made herein of our (my) own knowledge are true and that all statements 
made on information and belief are believed to be true; and further that these statements were made with the 
knowledge that willful false statements and the like so made are punishable by fine or imprisonment, or both, 
under Section 1001 of Title 18 of the United States Code and that such willful false statements may jeopardize 
the validity of the application or any patent issuing thereon. 
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